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Your new Magnavox makes you a valued member in the ever-growing family of proud own- 

ers of Magnavox instruments. We are certain you will find, as have so many 

others, that your Magnavox will be a center of enjoyment and inspiration—and of added 

beauty in your home—for many years to come. As a beautiful furniture piece, as a brilliant engineering achieve- 
ment, and as a dependable source of home entertainment, your choice of Magnavox 

is a confirmation of good taste and sound judgment . . . truly a lasting investment in gracious living. 

Our congratulations will be seconded by your family and by your friends. For your maximum enjoyment, we rec- 


ommend that you carefully follow the operation and maintenance instructions outlined in this booklet. 


Your new Magnavox is a custom built instrument 
of the finest quality, providing you with the ultimate in 


Stereophonic High Fidelity reproduction. 


Music becomes Magic when the glorious voice of Magnavox sets itfree .. . 


FEATURED IN YOUR NEW MAGNAVOX 


AM-FM RADIO WITH TUNING METER AND AFC 


. superb all new transistorized radio brings you 
unmatched performance in local and long distance 
reception . . . new Magnavox Tuning Meter provides 
perfect station tuning at all times, and (AFC) Automatic 
Frequency Control eliminates any F. M. station ‘‘drift’’. 


HIGH FIDELITY SPEAKER SYSTEM 


. designed to obtain true stereo separation every- 
where in the room, regardless of where you sit. Each 
channel has its own complete set of bass and treble 
speakers, to give you full bass and treble separation 
as well as instrument identification. 


MICROMATIC RECORD PLAYER 


gous bill etl 8 precision mechanism which enables 
all size records to be toi fe automatically or manually 
without distortion . . . listen to music as the artist 


or conductor himself would hear it. 


TERMINALS FOR EXTERNAL SPEAKERS 


. permits easy connection of extension speaker 
systems . . . for  stereophonic or monaural high 
fidelity enjoyment throughout your home. 


STEREO FM 


. . . designed to enable you to receive Stereo FM as 
well as FM and AM broadcasts . . . a new dimension 
of modern radio broadcasting. 


HIGH FIDELITY STEREO AMPLIFIER 


. . . powerful all transistorized amplifier gives true 
sound separation throughout the entire audible frequency 
range. 


MAGNAVOX FIVE YEAR WARRANTY 


. . . provides a full five year’s warranty onthe radio 
and amplifier, plus one year’s free service. . . all 
without extra cost to you. 
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CONTROLS 


PULL ON-PUSH OF F-TIMBRE 


This switch is the power switch and the Timbre control 
combined. 


Turn the instrument ‘‘ON’’ by pulling the Timbre control 
out or forward until an audible ‘‘click’’ is heard. The 
Timbre control affects frequencies above 1000 cycles. The 
Timbre action is maximum in the fully clockwise position 
and decreases the high frequency as it is rotated to the 
left. If a record has relatively high surface noises, the 
Timbre control can be rotated to the left sufficiently to 
render satisfactory reproduction. This control will also 
be useful in obtaining satisfactory reproduction from the 
radio by reducing extraneous background noises and 
electrical disturbances. 


FUNCTION SELECTOR 


Pull the Timbre control out or forward to the ‘‘ON’’ 
position and rotate the Function Selector to the desired 
function listed below. 


STEREO-Allows one to play the finest recordings in 
living sound. Refer to ‘How To Operate your Micro- 
matic Record Changer’’ section. 


FM-AFC-Almost all natural or man made static is elimin- 
ated through FM broadcast. However, the character- 
istics of FM which make this possible also cause 
specific problems in tuning. An electronic circuit 
known as AFC (Automatic Frequency Control) insures 
proper tuning and eliminates distortion caused by 
inaccurate tuning. For Automatic Frequency Control, 
select the desired station with the Function Selector 
in the FM position, then switch to the FM-AFC 
position. This will ‘‘lock-in’’ the FM station on your 
receiver. 


AM-FM-Rotate the Function Selector to the ‘‘AM"’ po- 
sition to receive standard broadcast or the ‘‘FM’’ 
position to receive frequency modulated radio broad- 
cast and select the desired station as described under 
TUNING. Your radio is designed to receive Stereo FM 
signals automatically. Should you tune in an FM 
station broadcasting Stereo FM, the FM stereo in- 
dicator needle will move up into the red area of the 
indicator. 


AUXILIARY-The Auxiliary position allows one to play a 
tape recorder or player through the instrument. Refer 
to the ‘External Tape Recorder’’ listed in the Access- 
ories section of this booklet. 
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CONTROLS—CON’T 
TUNING 


FM-AM-Rotate the Control Knob slowly to select either 


AM or FM stations. The tuning meter (identified by the 
word ‘'TUNE’’) located near the center of the radio 


dial, gives visual indication when tuning a radio station. 


Rotate the tuning control knob for maximum movement of 
the tuning needle in the direction shown by the arrow. 


LOUDNESS 


The volume of sound can be varied with the loudness ~ 


control. Rotate the control clockwise to increase the © 
volume and counter-clockwise to decrease the volume. — 


BASS 


The function of the bass control is to vary the loudness 
of tones below 500 cycles per second, such as those 
produced by the bass drum or tuba. The setting of this 
control will depend largely upon the acoustical condition 
of the listening room, and your personal listening 
pleasure. 


TREBLE 


The Function of the treble control is to vary the loudness 
of tones above 500 cycles per second, such as those 
produced by the flute or piccolo. Adjust the treble 
control to suit your personal listening pleasure. 
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STEREO FM INDICATOR 
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HOW TO OPERATE YOUR MICROMATIC RECORD CHANGER 


UNLOCK 


Press down on the balance arm in the area indicated in 
the illustration and move the balance arm to the center 
of the turntable. 


LOAD 


Lift the balance arm and swing it out over the tone arm. 
Place a quantity of records, not to exceed ten and all 
the same speed, on the record spindle and lower them to 
the spindle offset step. While holding the records level, 
move the balance arm to the center of the turntable and 
lower it onto the stack of records. 


NOTE: Records of different size must be stacked with 
the largest size at the bottom to ensure proper 
indexing. 


OPERATE 


Set the speed control (outer knob) to the correct speed 
for the records to be played and select the correct 
Stylus. Turn the Off—On—Auto Switch (inner Knob) 
clockwise to the ‘‘Auto’’ position and release. The 
first record will then drop and start to play. The record 
changer will function automatically until all the records 
in the stack have played. At the end of the last record, 
the tone arm will return to its rest and the changer will 
switch to the ‘‘Off’ position. 


To reject a record while the changer is in operation, 
rotate the Off—On—Auto switch clockwise to the ‘‘Auto”’ 
position and release. 


NOTE: To reset the speed control after the changer is 
in operation, turn the Off—On—Auto switch to 
the ‘‘Off’’ position. 


MANUAL OPERATION 


To play records manually, lift the Balance Arm and 
swing it out over the tone arm. Place the desired record 
on the turntable, set the Speed Control to the correct 
speed for the record to be played and select the correct 
stylus. Turn the Off—On—Auto switch to the ‘‘On’’ 
position and place the Tone Arm gently on the record. 
After the record has been played, the Tone Arm will 
return to its rest and the changer will switch to the 
“Off” position automatically. If only a selected passage 
is to be played, the Tone Arm can be lifted and placed 
on its rest by hand after the passage is completed. In 
this case, however, it will be necessary to turn the 
Off-On—Auto switch to the ‘‘Off"* position manually. 


PRESS DOWN 


TURNTABLE HERE 


BALANCE ARM 


SPINDLE TONE ARM 


SPEED CONTROL 
(OUTER KNOB) 


OFF-ON-AUTO 
(INNER KNOB) 
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PRESS DOWNWARD TO SELECT STYLUS 


33 1/3, 45 & 16RPM 78 RPM Records 


Records 


REPLACEMENT STYLI 


To replace a stylus in your instrument, set the selector 
bar for the stylus to be changed and refer to the illust- 
rations to determine the replacement needed. Replace- 
ment styliare available through your authorized Magnavox 


dealer. 
STYLUS RETAINER SLOT 


STYLUS 
- 
STYLUS SELECTOR BAR 


STYLUS MOUNTING SPRING 


To remove the stylus, raise the tone arm and slide the 
stylus selector bar up and out. To replace the stylus, 
snap the stylus selector bar under the stylus mounting 
spring on the cartridge and BE SURE the stylus rests 
in the retainer slots. 


Always replace your stylus with an exact duplicate of 
the one supplied. 
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45 R.P.M. ADAPTER 


The record changer may easily be converted to play 45 
RPM records with the large center hole by using a 45 
RPM adapter. This adapter is supplied on some models. 
If not supplied, the adapter may be purchased from 
your authorized Magnavox Dealer. 


With the changer turned off and the record balance arm 
moved to a position clear of the record spindle, slip the 
**45"* adapter over the record spindle. 


1. Press the adapter down, while applying a slight back 
and forth turning motion, until it rests on the turn- 
table surface, 


Place up to ten 45 r.p.m. records on the spindle 
adapter. Place the record balance arm over the tone 
arm and operate the changer in the normal manner. 
Be sure the speed is set to 45 and the Stylus Con- 
trol to the microgroove position. 


- To remove the adapter, pull it straight up from the 
spindle. 


SPEAKER SELECTOR 


If you use an external channel 2 speaker or an extension speaker, or both, the various speakers may be turned on or off 
with the Speaker Selector Switch. 


Speaker Selector Position: 


Position A — Selects the remote stereo extension Position D — Selects the remote stereo system and the 
system plus the instrument with external instrument system. 


channel two system. Position E — Selects the instrument speakers only. 


Position B — Selects the instrument with external 


NOTE: If external or extension speakers have not been 
channel two system. 


added, the Speaker Selector must remain in the 
Position C — Selects remote stereo extension system E Position at all times. 

only, if you desire to play music in an- 

other room, but not in the room in which 

the instrument is located. 


CONSOLE CONSOLE 


CONSOLE EXT CONSOLE 
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ACCESSORIES 
SPEAKERS 


Magnavox offers a fine selection of speaker systems 
specifically designed to perform in conjunction with 
your instrument. Your Magnavox dealer can supply com- 
plete information concerning the various matching speak- 
er systems available. 


EXTERNAL TAPE RECORDER 


Your Magnavox instrument provides conventional radio 
sockets on the top of the radio chassis for the connect- 
ion of an external tape recorder, to play and record tape 
through the instrument. 


TAPE PLAY a ie PLAY 2 


PHONO PLAY 
TAPE, 

Bist 
uT  REcorD TY 
] 


© : + 
D TAPE RECORD 2 


To play tape, set the Function Selector on the radio to 
the AUXILIARY position. To record, turn the Function 
Selector to the desired function (AM, FM, or Stereo) and 
adjust the instrument for normal operation. Refer to the 
instructions that accompanied your tape recorder to 
place it in operation. 


1 
© 
TAPE RECOR 


TAPE RECORDER CONNECTIONS 

Monaural Tape Player: 

Plug the Audio output cable from the player to socket 
“Play 1.°” 

Monaural Player and Recorder: 

Plug the Audio output cable to socket ‘‘Play 1°’ and the 
record cable to socket ‘Record 1.°” 

Stereo Player and Recorder: 


Plug Channel 1 and Channel 2 Audio output cables to 
socket ‘Play 1 and Play 2.” 


Plug Channel 1 and Channel 2 Record cables to sockets 
“*Record 1 and Record 2.”’ 


ANTENNA 


The built-in antenna incorporated in your Magnavox 
instrument will in most instances provide excellent local 
reception. However, for very finest results, an outdoor 
antenna is recommended. If a new antenna is desired 
your Magnavox dealer can recommend and install the 
proper type for your area. Whenever an antenna other 


than the built-in antenna is used, the built-in antenna 


should be disconnected. 
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WARRANTY All Magnavox instruments identified as Astro-sonic Models are guaranteed to the original pur- 
chaser against defects in materials and workmanship in radio and amplifier parts for five years, 
ASTRO-SONIC all other parts for one year, and the diamond stylus against excessive wear for ten years from 
chen nae ° * ° . ’ PY ° . . 
the date of installation in accordance with the Company’s Warranty Certificate, which is supplied 
to purchasers of such models. 


YEAR WARRANTY 
ON soLiD STATE The Company has agreed through its dealers for the repair or replacement of parts which prove 


to be defective within the applicable warranty period, provided such defect is brought to the 
attention of the Magnavox dealer from whom the instrument was purchased. 


Installation of Astro-Sonic Models and repair service which may be required during the first 12 months after installation 
will be furnished by the Magnavox dealer without charge. However, a reasonable labor charge will be made for replacement 
of parts after the first 12 months of use. 


Replacement parts and the diamond stylus are guaranteed only for the remainder of the original applicable warranty period. 


A worn stylus will be replaced if presented to the Magnavox dealer from whom the instrument was purchased, together 
with the Magnavox Diamond Stylus Service Certificate, provided that an examination discloses a degree of wear that 
would cause distortion and/or excessive record wear. If the stylus is to be replaced in the instrument itself, reason- 
able labor charge will be made for such added labor service. Stylii with loose, chipped or missing points are not covered 
by this warranty. 


Magnavox instruments are sold only through carefully selected dealers of recognized integrity, and the Company's guaran- 
tee applies only to instruments which have been purchased from authorized dealers in the United States. Likewise, the 
guarantee is limited to normal usage of the instrument in the United States, and it does not apply to instruments which 
have not been connected in accordance with the Company's instructions, or which have been altered, or damaged by 
negligence, or improper use or repair. 


The regristration card supplied with each instrument must be completed and mailed to The Magnavox Company, at Fort 
Wayne, Indiana, within 10 days after installation to make this warranty effective. 


This warranty may be modified by notice from the Company to its dealers, but no modification will affect instruments 
previously sold by its dealers. 
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Model No. Serial No. Date Instrument Installed 


Customer Nome Dealer 


Address Address 


City & State City & State 


Authorized Signature 


REPLACEMENT STYLUS FURNISHED WITHOUT CHARGE 


Date Customer Factory 
Signature Endorsement 
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BEFORE 
PLAYING 


TURN SCREWS 
INTO BASE- 
PLATE TO 
FLOAT CHANGER 


